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EXIST. HMA PAVEMENT, 3"(4)
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EXIST. P.C.C. BASE COURSE, 9"(%)

EXIST. HMA SHOULDER
EXIST. B-6.24 CURB & GUTTER
EXIST. P.C.C. MEDIAN (TO REMAIN)

PROP. HMA SURFACE REMOVAL, 2 1/2”

EXISTING TYPICAL SECTION PROP. POLYMERIZED HMA SURFAC’E COURSE, MIX “F”, N90O, 134"

US 1220 (95TH ST.)
STA. 180476 TO 188+80

PROP. POLYMERIZED LEVELING BINDER (MM), N50, IL-4.75, 3/4"

BIOJOICIOIOIOICIONS,

PROP. COMBINATION CONC. CURB & GUTTER REMOVAL & REPLACEMENT
(TO BE DETERMINED IN THE FIELD BY THE ENGINEER)
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] — : ] ‘ o ] o HOT-MIX ASPHALT MIXTURE REQUIREMENTS

MIXTURE USE AC TYPE AIR VOIDS ()
POLYMERIZED HOT-MIX ASPHALT SURFACE SBS/SBR 47 ® 90 GYR
ROADWAY COURSE, MIX “F’, NQO (IL 9.5 MM), 134" PG 70-22 ’
POLYMERIZED LEVELING BINDER, (MM) IL-4.75, SBS/SBR 47 @ 50 GYR
N50, 3/4" PG 76-28/-22 ’
CLASS D PATCHES, (BINDER IL-19.0 MM), 9”7 PG 64-22 % 47 ® 70 GYR
PATCHES
HOT-MIX ASPHALT REPLACEMENT OVER .
PATCHES, (BINDER IL-19.0 MM) PG 64-22% | 4% @ 70 GYR
THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURE
PROPOSED TYPICAL SECTION QUANTITIES IS 112 LBS/SY/IN.
US 1220 (95TH ST.) . ‘
STA.180--76 TO 188-+80 * WHEN RAP EXCEEDS 20%, THE NEW ASPHALT BINDER IN THE MIX SHALL BE PG 58-22
FILE NAME = USER MAME = smithkl DESIGNED - REVISED - F.AP. SECTION COUNTY TOTAL | SHEET
ot\projeots\dl13408\sh_rdwydgn DRAWN - REVISED - STATE OF ILLINOIS ) US 12/20 (1-294 TO OAK PARK AVE.) R(IZE;) TGO s il SHE5§TS N(S).
FLo7 StaLE - sagege 1/ CHECKED - REVISED - DEPARTMENT OF TRANSPORTATION EXISTING AND PROPOSED TPYICAL SECTIONS CONTRACT NO. 60D9%
PLOT DATE = 4/1/2008 DATE - REVISED = - SCALE: i SHEET NO. 5 OF 18 SHEETS 1 STA. TO STA. FED. ROAD. DIST, NO. 1 |ILLINOIS]FED, AID PROJECT




